ActivSlate 50 Product Specifications

INTERACTIVE TOOL

With the ActivSlate 50, control of the lesson is in the hands of whoever wants to contribute.
Teachers can instruct from anywhere in the classroom, and students can gather and participate.

GENERAL SPECIFICATIONS

Range 100m (328ft) [Free Space]

Output Rate 100 coordinate pairs per second
Resolution 1000 points (lines) per inch

LCD Interface Interactive for setup and status feedback
Digitizing Technology Passive electromagnetic

User Input Cordless battery-free pen incorporating

tip switch and side switch for full mouse
functionality (ActivPen®)
ActivPen*(Teacher): 167mm x 20mm x 23mm
(6.57in x .79in x .91in)

Pen weight: 25g (0.902)

Working pen proximity 5mm (. 2in)
*Interchangeable for use with ActivBoard

100, 300, 300 Pro

Max Number of Devices per System 16

Battery life between charging 24 hours constant pen to surface use (typical
usage; 3 hrs per day would require charging
once every 2 months); automatic sleep mode
when ActivPen has not been in contact with
surface for 1 to 10 mins, user selectable

Charge Time Approximately 3 hours

Certifications UL, CE, FCC

Operating Temperature 20C - 45°C (36°F - 113°F)

Communication Wirelessly with the ActivHub 2.4 GHz inserted

in computer or ActivBoard 300 and 300 Pro
ranges; ActivHub not supplied as standard

Dual-User Functionality Compatible with Dual-User functionality in
ActivInspire Professional Edition acting as
Teacher Pen

Overall Dimensions 340mm x 238mm (13.4in x 9.4in)
Active Area Dimensions 200mm x 150mm (8in x 6in)

Active Area Diagonal 250mm (10in)

Weight 0.620kg (1.41b)

Packed Weight 1.6kg (3.51b)

Packed Contents List ActivSlate 50, T ActivPen (Teacher), pen

holder (user installable), PSU (power supply
unit) for recharging, Quick Start Guide
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ActivSlate 50

INTERACTIVE TOOL

Product Specifications

MINIMUM COMPUTER REQUIREMENTS

Operating Systems Windows XP SP2 and above (XP/Vista/7)
Mac OSX 10.4.11 - 10.6.1 (Tiger/Leopard/Snow Leopard)
Linux Ubuntu 8.04, 8.10, 9.04, 9.10; Mandriva

PC Pentium 4 — 1 GHz processor (800MHZ for Vista), 512 MB of RAM, 1024x768 resolution, 1.5
GB of Free Disk space

Mac Intel Processors (Universal Binary), 512 MB of RAM, 1024x768 resolution, 3.0 GB of Free Disk Space

Installation

Operation and setup of the ActivSlate 50 requires Activinspire Personal or Professional Edition
software and ActivHub. Specifications and access for Activinspire are located on Promethean
Planet at www.Prometheanplanet.com/Activinspire. User with administrator/privileged access
rights required for software installation.

WARRANTY AND SUPPORT
ActivSlate 50

One-Year Warranty (Return-To-Base)
90-Day Telephone Support

KnowledgeBase: www.prometheankb.com

TECHNICAL DRAWING SPECIFICATIONS
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